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Cross-section of process chamber
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ROBOMAT  
Twin-Tank Systems 2U 3U 7LU 8U 9U 21U

Section A B C

Usable width m 1.5 2.1 1.6 2.1 3.0 2.1

Usable depth m 0.9 0.9 1.1 1.1 1.1 1.3

Usable height with  
transport bar m 0.7 0.7 1.0 1.0 1.0 1.5

Usable height with trolley m 0.6 0.6 0.9 0.9 0.9 1.4

Loading height with 
insert rack* m 1.0 1.0 1.0 1.0 1.0 1.4

Loading weight (max.) kg 1,000 1,500 1,500 2,000 2,000 2,000

Spray capacity (3 bar) l/min 950 950 950 1,000 1,500 1,000

Media-Tank, 
Washing bath l 650 770 890 1,040 1,300 1,100

Media-Tank,
Rinsing bath l 700 830 950 1,110 1,370 1,150

System width m 4.5 5.2 4.6 5.1 6.9 5.0

System depth m 1.8 1.8 2.0 2.0 2.0 2.8

System height m 2.6 2.6 2.9 3.0 3.0 3.9

System weight kg 1,300 1,500 1,700 2,200 3,000 5,700

All the data are approximate figures - Errors and omissions reserved

*Task height varies depending on the version

Cleaning /  
phosphating

Rinsing

Twin-Tank Systems:

PERO AG Fon: +49 ( 0 )8231 6011-0
Fax: +49 ( 0 )8231 6011-810

Hunnenstraße 18 
D-86343 Königsbrunn

pero.info@pero.ag
www.pero.ag

ROBOMAT	
THE RIGHT MODEL FOR YOUR APPLICATION
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