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Solid and reliable

ROBOMAT
Industrial parts cleaning system for aqueous media

https://pero.ag


ROBOMAT SOLID AND RELIABLE 
The models of the ROBOMAT series are designed for cleaning a wide range of parts –  
whether slightly oily or heavily soiled.

In the universal work space of the robust system, the workpieces and parts with a wide variety of 
geometries are positioned and reliably cleaned by a powerful spray cleaning.

For cleaning with water-based media in a slightly acidic, ph-neutral or alkaline range. Designed 
as a model with two baths also for higher quality requirements. Especially for surface cleaning 
before painting, during maintenance and for cleaning, phosphating and rinsing.

FLEXIBLE WORKING AREA AND INTELLIGENT CHARGING OPTIONS

Support grid Trolley Hall transport trolley

Robomat 2-tank machine 2U 3U 7LU 8U 9U 10U

Usable width m 1,5 2,1 1,6 2,1 3,0 4,2

Usable depth m 0,8 0,8 1,0 1,0 1,0 1,0

Usable height with support grid m 0,7 0,7 0,9 0,9 0,9 0,9

Usable height with trolley m 0,6 0,6 0,8 0,8 0,8 0,8

Usable height with hall transport carriage m 0,6 0,6 0,8 0,8 0,8 0,8

Loading height with support grate m 0,9 0,9 1,0 1,0 1,0 1,0

Loading height with carriage m 1,0 1,0 1,1 1,1 1,1 1,1

Loading height with hall transport carriage m 1,0 1,0 1,1 1,1 1,1 1,1

Loading weight (max.) with support grate t 1,0 - 3,0 1,0 - 3,0 1,0 - 3,0 1,0 - 3,0 1,0 - 4,0 1,0 - 6,0

Loading weight (max.) with carriage t 1,5 1,5 1,5 1,5 1,5 1,5

Loading weight (max.) with hall transport 
carriage t 1,0 1,0 1,0 1,0 1,0 1,0

Spray capacity (3 bar) l/min 950 950 950 1.000 1.500 1.900
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Application-specific prism holders

Efficient spray system

Intermediate cleaning for engine repair

PERFORMANCE DATA

Connected load
With electric heating approx. 45,0 – 94,0 kW

With external heating approx. 9,0 – 13,0 kW

Heat output
Washing bath approx. 18,0 – 45,0 kW

Rinsing bath approx. 18,0 – 36,0 kW

Heating-up time 
machine approx. 120 min 

Sound level < approx. 72–80 dB (A), depending on size

OPTIONS

Manual or automatic trolley, hall transport trolley, oil separator, etc.
*The depth of the system incl. a control cabinet behind the machine. 
All information (S. 2+3) are approx. values and may vary depending on 
the equipment – subject to changes and errors

CLEANING MEDIUM

Water-based media in the acidic, neutral or alkaline range

MACHINE DETAILS

Batch weight, max. 1,0 – 6,0 t 

THROUGHPUT

Depending on chosen process up to 10 batches / h
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TECHNICAL DETAILS – ROBOMAT

•	 A massive spray jet ensures exeptional cleaning dynamics

•	 Heating the media tanks by means of electrical heating elements or via 
heating coils with external media such as external steam and hot water 
(option)

•	 Resource-friendly drying by means of innate workpiece energy

•	 Stable bath temperature and long service life due to large bath 
volumes

•	 Cleaning goods can be fed directly from the front, alternatively from the 
front using a trolley / forklift or from above using an overhead crane

•	 Convenient positioning of items to be cleaned by means of support 
systems or goods carriers, pallets, devices etc.

ECOLOGICAL AND ECONOMICAL

The efficient and proven spray system works with a combination of special 
spray nozzles and covers the cleaning material all around. The cleaning 
medium acts directly on the surfaces and also cleans recesses, blind holes 
and caverns.

Dimensions: 2U 3U 7LU 8U 9U 10U

Height 3,0 m 3,0 m 2,9 m 2,9 m 2,9 m 2,9 m

Width 4,5 m 5,1 m 4,6 m 5,1 m 7,0 m 8,1 m

Depth 1,8 m 1,8 m 2,0 m 2,0 m 3,5 m* 3,5 m*

Bath volume: 2U 3U 7LU 8U 9U 10U

Media tank, 
washing bath 650 l 770 l 890 l 1.040 l 1.300 l 1.700 l

Media tank, 
rinsing bath 700 l 830 l 950 l 1.110 l 1.370 l 1.800 l



MAKING USE OF STRONG PERFORMANCE

• Cleaning tests free of charge, using parts provided by 
the customer; including documentation

• Evaluations and analyses of cleanliness according to 
VDA 19 in our laboratory

FOCUSED ON OUTCOMES
At our Centre of Competence in Königsbrunn, we assist you in 

finding the best cleaning solution for your specific needs.

More than 15 water- and solvent-based test machines are available in an area 
of 1000 m². We design optimised cleaning methods and programs that meet 

your needs by performing test runs with your own dirty parts.

Even before you have decided about the investment, assessing the
pro� tability of the future process can be carried out. The de� ned technical 

cleanliness of the components reliably reached and maintained.

RELIABILITY YOU CAN BANK ON

Safe and reliable 
High-precision production and spare parts service

Contact us for advice: 
en.pero.ag/contact-to-pero

Quality made in Germany
80% vertical range of manufacture in Germany

Worldwide sales and service 
Global network of certi� ed service partners

Hunnenstraße 18 
D-86343 Königsbrunn
+49 8231 6011-0

pero.info@pero.ag
en.pero.ag
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